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Elastic wave field computation in multilayered nonplanar solid
structures: A mesh-free semianalytical approach
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Multilayered solid structures made of isotropic, transversely isotropic, or general anisotropic
materials are frequently used in aerospace, mechanical, and civil structures. Ultrasonic fields
developed in such structures by finite size transducers simulating actual experiments in laboratories
or in the field have not been rigorously studied. Several attempts to compute the ultrasonic field
inside solid media have been made based on approximate paraxial methods like the classical ray
tracing and multi-Gaussian beam models. These approximate methods have several limitations. A
new semianalytical method is adopted in this article to model elastic wave field in multilayered solid
structures with planar or nonplanar interfaces generated by finite size transducers. A general
formulation good for both isotropic and anisotropic solids is presented in this article. A variety of
conditions have been incorporated in the formulation including irregularities at the interfaces. The
method presented here requires frequency domain displacement and stress Green’s functions. Due
to the presence of different materials in the problem geometry various elastodynamic Green’s
functions for different materials are used in the formulation. Expressions of displacement and stress
Green’s functions for isotropic and anisotropic solids as well as for the fluid media are presented.
Computed results are verified by checking the stress and displacement continuity conditions across
the interface of two different solids of a bimetal plate and investigating if the results for a corrugated
plate with very small corrugation match with the flat plate results.
© 2008 Acoustical Society of America. DOI: 10.1121/1.2823258
PACS numbers: 43.40.At, 43.20.Fn, 43.20.Bi, 43.20.El RLW Pages: 1371–1382
I. INTRODUCTION
Elastic wave propagation in a solid medium has been a
research topic for over a century. Waves in layered media are
comparatively new. Various multilayered structures are being
used in layered heat resistant materials, layered insulators,
layered cylindrical pipe structures, etc. Ultrasonic, sonic, and
other nondestructive evaluations of these materials are
needed for assuring integrity of different structural compo-
nents.
Wave propagation in a layered medium has been a popu-
lar problem since mid-19th century.1–4 Research activity in
this area increased considerably after the frequent use of fi-
ber reinforced composite plates in engineering structures.5–8
Irrespective of the type of material layers isotropic or aniso-
tropic and field of applications aerospace, civil, or elec-
tronic industries the integrity testing needs a better under-
standing of wave propagation in multilayered structures. For
a better understanding and interpretation of the experimental
results analytical or numerical modeling of the experimental
scenario is also very important. Hence, ultrasonic field mod-
eling in multilayered structures has become popular and im-
portant to researchers.
A conventional solution of ultrasonic fields in any ma-
terial generated by transducers is widely known as the ray
tracing technique; it involves solution of the Eikonal
equation.9 Dynamic ray tracing is a major advancement in
this field known as the paraxial method or paraxial approxi-
mation model.10 In the above-mentioned literature the elastic
wave propagation in multilayered solids has been analyzed
by assuming a plane wave striking the solid. In real-life ex-
periments however, the elastic waves generated by ultrasonic
transducers of finite dimension have neither plane nor spheri-
cal wave front. No researcher has yet modeled the problem
of multilayered solids excited by an ultrasonic beam of finite
width generated by a transducer of finite dimension that is
placed at a finite distance from the solid. However, this is the
real problem geometry for most ultrasonic experiments and
needs to be thoroughly investigated.
In this article an efficient mesh-free semianalytical tool
called Distributed Point Source Method DPSM has been
adopted to model the ultrasonic field generated by ultrasonic
transducers of finite dimension in multilayered structures
when both the structure and the transducers are immersed in
a fluid couplant fluid. Thus, it numerically simulates the
ultrasonic experiments for multilayered plate inspection. In
the bygone years several researchers have developed various
techniques to solve the above-mentioned problems. Some of
the most popular methods are finite element method
FEM,11 boundary element method BEM,12,13 multi-
Gaussian beam model MGBM,14–18 charge simulation
technique,19 multiple multipole program MMP,20–22 etc. Al-
though the MGBM technique has some computational ad-
vantage over other techniques mentioned here, it also has a
number of limitations similar to those of other paraxial mod-
els. For example, MGBM cannot correctly model the critical
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reflection phenomenon; it cannot model a transmitted beam
at an interface near grazing incidence. This technique also
fails if the interface has different curvatures gradually vary-
ing curvature, or when the radius of curvature of the trans-
ducer is small, as observed in acoustic microscopy experi-
ments with its tightly focused lens. The multi-Gaussian beam
model has not been extended to multilayered structures yet.
Therefore, it is important to have a generalized formulation
for wave field modeling in multilayered structures without
any ray tracing. Such methods should be geometry and ma-
terial independent. The method should also be capable of
handling any geometrical defect or material defect without
much difficulty. On the other hand, FEM and BEM packages
are very CPU intensive, they require huge amounts of com-
putation memory and time for execution. Similar to MMP
another technique was followed by Sanchez-Sesma and
Esquivel23 to solve SH wave scattering problem for ground
motion calculation on alluvial valley. They considered plane
wave incidence and formulated the problem in terms of a
system of Fredholm integral equations of the first kind with
integration paths outside the problem boundary. Similar tech-
nique for P and SV wave diffraction problem for different
surface topographies was reported by Wong24 and Dravinski
and Mossessian.25 However, none of these studies considered
any finite dimensional source for elastic waves as done in
this article, also they required Green’s functions for solid
half-spaces and therefore, these techniques cannot be ex-
tended to non-half-space problem geometries.
Distributed point source method DPSM is a semiana-
lytical technique, which is different from BEM or MMP.
DPSM introduces one layer of point sources distributed close
to the problem boundary to model the effect of the boundary,
and two layers of point sources next to an interface to model
the interface effect. Boundary integral equation BIE tech-
nique and its numerical version, the BEM do not introduce
such fictitious sources. However, mathematical justification
of introducing artificial point sources to model the boundary
effect can be found in the literature on “indirect” BIE or
IBIE and IBEM.26–29 The need of introducing point sources
for modeling irregular boundaries has been mathematically
proven in those publications. In spite of some similarities, it
should be pointed out that there are some major differences
between DPSM and IBIE. In IBIE, point sources are placed
on smooth boundary surfaces. The integral equation thus
formed in IBIE has a singular kernel that gives rise to the
Fredholm integral equation of the second kind. In the wave
propagation literature the IBIE technique has been used to
compute the scattered field from an irregular boundary after
knowing the incident field in absence of the boundary irregu-
larities. In IBIE formulation the simple incident field is gen-
erated by either plane body waves P, SV, or SH or surface
waves—Rayleigh or Love waves. In DPSM, formulation
point sources are placed near the boundary and interfaces but
slightly outside the domain of interest to avoid singularities.
Avoiding the need of solving singular integral equations by
moving the points of singularity outside the domain of inter-
est is an advantage of DPSM. Also, in DPSM formulation
the boundary and interfaces can have corners and the inci-
dent field can be treated as an unknown field, unlike IBIE
where the incident field is assumed to be a predefined known
field. A bounded beam generated by a transducer of finite
dimension is considered as the incident field in the DPSM-
based formulation presented here.
The DPSM technique for ultrasonic field modeling was
first developed by Placko and Kundu.30 They successfully
used this technique to model ultrasonic fields in a homoge-
neous fluid medium. It was then extended to more compli-
cated problems by Banerjee and co-workers such as multi-
layered fluid structure,31 solid half space and plate, with and
without anomalies,32–34 wave field modeling in solid plates
with nonplanar boundaries35 and acoustic microscope mod-
eling by Kundu et al.36
In the DPSM technique it is necessary to have stress and
displacement Green’s functions for fluid and solid media.
Displacement Green’s functions in frequency domain for iso-
tropic solids are available in the literature.37 However, ex-
plicit expressions for frequency domain stress Green’s func-
tions in isotropic material are only available with some
approximations. Explicit expressions of displacement and
stress Green’s functions for isotropic solids without any ap-
proximations have been given by Banerjee and Kundu.32
A two-layered copper–aluminum bimetal plate is consid-
ered for the present study. Ultrasonic fields are calculated in
this structure for both planar and nonplanar boundaries for
various angles of incidence of bounded ultrasonic beams.
Computed results clearly show how the ultrasonic energy in
the plate decays with the distance of propagation in flat and
corrugated plates.
II. GENERAL FORMULATION
A multilayered solid structure is considered. The layers
in the multilayered solid can consist of isotropic, transversely
isotropic, general anisotropic, or a combination of these ma-
terials. In this general formulation any type of anisotropy can
be considered and both plane and nonplanar interfaces can be
modeled. On two sides of the solid structure Fluids 1 and 2
are used as the coupling fluid that transmits ultrasonic waves
from the ultrasonic transducers to the solid structure see Fig.
1a. To model the ultrasonic field inside the multilayered
structure and the fluid, the DPSM technique is employed. Let
us consider a multilayered solid structure of n different lay-
ers made of n different materials. Hence, there are n+1 in-
terfaces say I1 , I2 , . . . , In+1. Following the basics of the
DPSM technique two sets of point sources are distributed on
two sides of every interface making a total of 2n+1 sets of
point sources adjacent to n+1 interfaces, as shown in Fig.
1a. Each interface acts as a transmitter as well as a reflector
of elastic wave energy generated by the ultrasonic transduc-
ers. Point sources are also distributed behind the transducer
faces. Transducer sources are denoted as AS and AR in Fig.
1a. Two sets of source strength vectors corresponding to
the mth interface Im are denoted by Am for sources located
just above the mth interface and Am* for sources located just
below the mth interface. The sources with source strength
Am generate the ultrasonic field in the solid below it and the
sources with source strength Am
* generate the ultrasonic field
in the solid above it. The total ultrasonic field in each me-
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dium is obtained by superimposing the fields generated by
two sets of sources. The ultrasonic field generated in Fluid 1
is the summation of fields generated by AS and A1. The
ultrasonic field generated in Solid 1 is the summation of
fields generated by A1
* and A2. Similarly the ultrasonic field
in Solid 2 is the summation of fields generated by A2
* and A3.
The field in Solid n is the summation of fields generated by
An
* and An+1, and the field in Fluid 2 is obtained from An+1
*
and AR.
A. Matrix formulation
The particle velocity and pressure in fluids at the fluid-
solid interfaces can be expressed in matrix form.18 Let T1
and T2 be two different sets of target points in the fluid
below and above Interfaces 1 and n+1, respectively. The
velocity at the target points can be written as
VT1 = MT1SAS + MT11A1, 1
VT2 = MT2RAR + MT2n+1*An+1
*
. 2
Similarly, the pressure fields at the target points are
PRT1 = PRT1
s + PRT1
1
= QT1SAS + QT11A1, 3
PRT2 = PRT2
s + PRT2
n+1*
= QT2RAR + QT2n+1*An+1* . 4
Elements of the matrices written in Eqs. 1–4 are given in
Spies.18 If the boundary surfaces of the interfaces are non-
planar Fig. 1b, normal stress and normal displacement
directions at the interface vary from point to point. The di-
rection cosine of the nonplanar interface at any point on the
interface can be defined as n= n1e1+n2e2+n3e3. Projections
of unit normal n on x1, x2, and x3 axes can be defined
according to the problem definition. Point sources needed for
modeling solids are different from those used for fluid mod-
eling. Every point source for the solid modeling has three
different force components in three mutually perpendicular
directions. Stress at point x generated by a point source act-
ing at point y in a solid can be obtained from stress Green’s
functions of that material. For a point source acting at y in an
isotropic solid, the stresses developed at point x have been
given by Banerjee and Kundu.38 Displacement Green’s func-
tions for transversely isotropic and anisotropic materials
have been also presented in the literature.39–42 However, as
the stress Green’s function for anisotropic materials are de-
rivatives of displacement Green’s functions those need to be
calculated numerically in the absence of any closed form
expressions. Assuming a point force acting along the xj di-
rection, stresses at point x on the boundary of the interface
can be denoted by the stress tensor  j =mn
j
. To obtain stress
components that are perpendicular and parallel to a nonpla-
nar interface this stress tensor is to be transformed using the
standard stress transformation law j =T jTT, where T is
the transformation matrix. The transformation matrix for
point x on the interface depends on the interface geometry. If
the normal to the interface does not have an x3 component
then n3=0, and the matrix T can be written as
T = n2 − n1 0n1 n2 00 0 1  . 5
To define the boundary conditions at point x, the normal
stress perpendicular to the boundary surface and two shear
stress components, parallel to the boundary surface are
needed. Considering a set of M point sources distributed on
the interfaces, the normal stress and the shear stress compo-
nents can be defined as
S22 = 
m=1
M
22 1mP1m + 22 2mP2m + 22 3mP3m
= 
m=1
M
s22
mPm, 6
S21 = 
m=1
M
21 1mP1m + 21 2mP2m + 21 3mP3m
= 
m=1
M
s21
mPm, 7
FIG. 1. Color online a Problem geometry—multilayered solid plate and
two ultrasonic transducers immersed in water. Small circles show distribu-
tions of point sources, point sources are placed at the centers of these circles.
b Multilayered solid with nonplanar interfaces and boundaries.
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S23 = 
m=1
M
23 1mP1m + 23 2mP2m + 23 3mP3m
= 
m=1
M
s23
mPm, 8
where the definition of P is given in Banerjee and Kundu.38
Displacements at point x generated by a point source acting
at point y in a solid can be obtained from the displacement
Green’s functions.38–42 Three displacement components at x
generated by a point force acting along the xj direction are
denoted by G1j, G2j, and G3j. Considering the same point
force along the xj direction, the normal displacement of the
solid surface at x can be written as
un
j
= G1jn1 + G2jn2 + G3jn3. 9
If a set of M point sources are distributed on the interface,
then the normal displacement at point x on the interface can
be written as
un
=
m=1
M G11n1 + G21n2 + G31n3mP1m + G12n1 + G22n2 + G32n3mP2m+G13n1 + G23n2 + G33n3mP3m 	 = m=1
M
GnmPm. 10
Let T be a set of target points in the mth solid layer.
Normal displacements at these points T on the interface can
be written in the following form:
unT = DSnTm*Am* + DSnTm+1Am+1. 11
Similarly transformed normal stress and shear stresses at the
target points T at the mth solid layer can be written as
s22T = S22Tm* Am
* + S22Tm+1 Am+1, 12a
s21T = S21Tm* Am
* + S21Tm+1 Am+1, 12b
s23T = S23Tm* Am
* + S23Tm+1 Am+1. 12c
Matrices DSnTS, S22TS , S21TS , and S23TS are given in Ban-
erjee and Kundu.38 Subscripts T and S denote sets of target
and source points, respectively. The displacement compo-
nents at point x generated by a point source at y are also
available in the literature38 and are not repeated here.
For a nonplanar corrugated interface using the direction
cosines ni of the normal vector to the interface, the dis-
placement component normal to the corrugated interface at
point x can be written as
ufn = u1n1 + u2n2 + u3n3. 13
Therefore, in presence of transducers see Fig. 1 the dis-
placement of the fluid at Interfaces 1 and n+1 can be written
as
UnI1 = DF3I1Sn3 + DF2I1Sn2 + DF1I1Sn1AS
+ DF3I11n3 + DF2I11n2
+ DF1I11n1A1, 14
UnIn+1 = DF3In+1Rn3 + DF2In+1Rn2
+ DF1In+1Rn1AR + DF3In+1n+1*n3
+ DF2In+1n+1*n2 + DF1In+1n+1*n1An+1*
15
or,
UnI1 = DFnI1SAS + DFnI11A1, 16
UnIn+1 = DFnIn+1RAR + DFnIn+1n+1*An+1
*
. 17
Matrix DFnTS is given in Banerjee and Kundu.38 Let us con-
sider a set of target points on “Interface k” that is denoted as
Ik. The transformed normal stress and shear stress matrices
for the referenced target points can be written as
s22Ik = S22Ikk* Ak
* + S22Ikk+1 Ak+1, 18a
s21Ik = S21Ikk* Ak
* + S21Ikk+1 Ak+1, 18b
s23Ik = S23Ikk* Ak
* + S23Ikk+1 Ak+1. 18c
Similarly on Interface k+1 the set of target points are de-
noted as Ik+1 and the transformed normal and shear stresses
on the interface can be written as
s22Ik+1 = S22Ik+1k* Ak
* + S22Ik+1k+1 Ak+1, 19a
s21Ik+1 = S21Ik+1k* Ak
* + S21Ik+1k+1 Ak+1, 19b
s23Ik+1 = S23Ik+1k* Ak
* + S23Ik+1k+1 Ak+1. 19c
Inside the solid at interfaces Ik and Ik+1 three displacement
components can be written as
uiIk = DSiIkk*Ak* + DSiIkk+1Ak+1, 20
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uiIk+1 = DSiIk+1k*Ak* + DSiIk+1k+1Ak+1, 21
where i takes values 1, 2, and 3 to represent three displace-
ment components along x1, x2, and x3 directions, respec-
tively. The previous matrix expressions are valid for all n
+1 interfaces. Therefore, k can take values from 1 to n+1.
B. Boundary and continuity conditions
Across a fluid–solid interface the displacement compo-
nent normal to the interface should be continuous. Also, at
the interface, the transformed negative normal stress
−s22 in the solid and the pressure in the fluid should be
continuous and the shear stresses must vanish. On the other
hand, across a solid–solid interface three displacement com-
ponents, the normal stress and two shear stresses parallel to
the interface must be continuous.
Let the normal velocities at the transducer faces be VS0
and VR0, for the lower and upper transducers, respectively.
The boundary conditions at the transducer faces are
MSSAS + MS1A1 = VS0 22
MRn + 1*An+1
* + MRRAR = VR0. 23
At the fluid–solid interfaces, the continuity conditions can be
expressed similar to what Banerjee and Kundu32 presented.
At the kth solid–solid interface the continuity conditions are
given by
S22kk−1 Ak−1* + S22kk Ak = S22kk* Ak
* + S22kk+1 Ak+1,
24
S21kk − 1* Ak−1
* + S21kk Ak = S21kk* Ak
* + S21kk+1 Ak+1,
25
S23kk − 1* Ak−1
* + S23kk Ak = S23kk* Ak
* + S23kk+1 Ak+1.
26
Continuity of three displacement components at the kth in-
terface gives
DSikk − 1*Ak−1* + DSikkAk = DSikk*Ak* + DSikk+1Ak+1.
27
The boundary and continuity conditions can be written in
matrix form38:
M
 = 
V . 28
The vectors 
 and 
V are called source strength vector
and force vector, respectively, which can be written as

Transpose
= 
AS A1 A1
* A2 A2
* ¯ An An* An+1 An+1* ARTranspose,
29

VTranspose = 
VS0 0 0 0 ¯ 0 0 0 VR0 Transpose.
30
The matrix M is given by
M =
⎣⎢
⎢⎢
⎡ MSS MS1 0 0 0 0 0 0 ¯ 0 0 0 0 0 0Q1S Q11 S2211* S2212 0 0 0 0 . . . 0 0 0 0 0 00 0 S2111* S2112 0 0 0 0 ¯ 0 0 0 0 0 0
0 0 S2311* S2312 0 0 0 0 ¯ 0 0 0 0 0 0
DFn1S DFn11 − DSn11* − DSn12 0 0 0 0 ¯ 0 0 0 0 0 0
0 0 S2221* S2222 S2222* S2223 0 0 ¯ 0 0 0 0 0 0
0 0 S2121* S2122 S2122* S2123 0 0 ¯ 0 0 0 0 0 0
¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯ ¯
0 0 0 0 0 0 0 0 ¯ DSinn−1* DSinn DSinn* DSinn1 0 0
0 0 0 0 0 0 0 0 ¯ S23nn−1* S23nn S23nn* S23nn1 0 0
0 0 0 0 0 0 0 0 ¯ 0 0 − DSnn1n* − DSnn1n1 DFnn1n1* DFnn1R
0 0 0 0 0 0 0 0 ¯ 0 0 S23n1n* S23n1n1 0 0
0 0 0 0 0 0 0 0 ¯ 0 0 S21n1n* S21n1n1 0 0
0 0 0 0 0 0 0 0 ¯ 0 0 S22n1n* S22n1n1 Qn1n1* Qn1R
0 0 0 0 0 0 0 0 ¯ 0 0 0 0 MRn1 MRR ⎦
⎥⎥
⎥⎤
.
31
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The vector of source strengths 
 is obtained by invert-
ing Eq. 28. After calculating the source strengths, the pres-
sure, velocity, stress, and displacement at any point can be
obtained by placing the target points there and using corre-
sponding source strength vectors as described earlier by Ban-
erjee and Kundu.38 Thus, DPSM can generate three-
dimensional elastic wave field in a multilayered solid
structure.
III. GREEN’S FUNCTION
A. Calculation of displacement and pressure Green’s
functions in fluid
Spherical bulk wave in a fluid can be generated by a
point source in an infinite fluid medium.23 If the point source
is harmonic, then it will generate harmonic spherical waves.
If a point source is generating bulk waves in a fluid, then the
harmonic dirac-delta impulsive force will be the body force.
Frequency domain pressure Green’s function at a point in an
infinite fluid medium at a distance of r from the point of
excitation is given in Banerjee and Kundu.38
B. Calculation of displacement and stress Green’s
functions in solid
In DPSM formulation the explicit expressions of both
displacement and stress Green’s functions are needed. Let
the frequency domain displacement Green’s function
Gijx ;y , denote the displacement in the ith direction at y
for a point force acting in the jth direction at position x.
Therefore, the frequency domain stress Green’s tensor for
that material can be expressed as ij
q x ;y ,= 12CijklGkq,l
+Glq,k, when the source is acting in the qth direction placed
at x.
The equation of motion for a solid material can be writ-
ten as
Cijklxn
2
xj  xl
ukxn,t + Fixn,t = xn
2uixn,t
2t
, 32
where Cijklxn are the material constants, ui are displacement
components, Fi denotes the body force per unit volume and
i , j, k, l, and n take values 1, 2, and 3. In the subsequent
formulation all subscripts correspond to usual index notation
in three-dimensional space, and ij is the Kronecker delta
symbol. In calculations of the Green’s functions, inhomoge-
neity of the material can be incorporated as done by Manolis
et al.43 Let us consider here only homogeneous materials and
Cijkl=Cjikl=Cklij =Cikjl to satisfy the symmetry condition.
The external force in Eq. 32 can be considered as an im-
pulsive force at origin with magnitude P:
Fx,t = Pftx or Fi = Piftxj 33
where P denotes the source strength. From Eqs. 32 and
33 one can write
Cijkl
2
xj  xl
ukxn,t + Piftxn = 
2uixn,t
2t
. 34
The Green’s function for different materials can be
solved in different ways from the above equation. Expres-
sions of displacement and stress Green’s functions are given
for isotropic and anisotropic materials as
Gijx;y, =
1
42 eikprr kp2RiRj + 3RiRj − ij ikpr
−
1
r2
		 + eiksr
r
ks2ij − RiRj − 3RiRj
− ij iks
r
−
1
r2
		, Ri = xi − yi
r
,
r = x − y . 35
Gijx ;y , is the displacement Green’s function for isotropic
materials.
Similarly considering a point force at the origin the dis-
placement Green’s function in anisotropic materials can be
written as42
Gijx;0, =
i
82n=1 M=1
3 kMgi
Mgj
M
2cM
2
expikMnpxpdnm
+
1
82n=1 M=1
3 gi
Mgj
M
cM
2 npxpdnm
36
The stress Green’s function in isotropic solids38
ij
qx;y, = Gik,j + Gkj,ikq + 	ijGkq,k 37
and the stress Green’s function in anisotropic materials42 can
be obtained from the literature,
ij
qx;0, = 
−

+
 CijklHt82 M=1
3 
n=1
nlgk
Mgq
M
cM
3
2
t2
cMt − npxpdnmeitdt 38
For the previous equation the point force is acting along the
q direction.
IV. NUMERICAL RESULTS
Accuracy of the DPSM modeling for the wave field
computation in a homogeneous solid with planar and nonpla-
nar boundaries has been shown by Banerjee and Kundu.35 In
this article the results are presented for an inhomogeneous
multilayered plate composed of two different isotropic lay-
ers. Both the plate and the ultrasonic transducers are im-
mersed in water that acts as the coupling fluid for the ultra-
sonic signals between the transducers and the plate, see Fig.
1. Results are presented for both planar and nonplanar inter-
faces. Continuity conditions on stresses and displacements
across the interface are checked to indirectly verify the ac-
curacy of the computed results. Two transducers, one above
and one below the plate are placed at the horizontal position
x1=0. The distance between a transducer face at the center
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point and its nearest fluid–solid interface is 6 mm. The total
plate thickness is 4 mm. Therefore, the face to face distance
between the two transducers along x2 axis is 16 mm. The
transducers have 4 mm diameter. The plate length and width
in the in-plane and the out-of-plane directions, respectively,
are much greater than the transducer diameter. The ultrasonic
field is computed along a plane which bisects the transducers
and the plate and thus forms a plane of symmetry of the
problem geometry. Note that we are solving a three-
dimensional problem and plotting the field along the vertical
plane of symmetry of the problem geometry. One hundred
point sources are distributed near each transducer face and
additional point sources are placed along the plate bound-
aries and interfaces, as shown in Fig. 1. The average distance
between two neighboring point sources is approximately
0.4 mm. Now the question is how many point sources should
be used to model the interfaces and plate boundaries that are
extended to infinity in both in-plane and out-of-plane direc-
tions. Point sources in the vertical plane of symmetry con-
sisting of several lines of point sources as shown in Fig. 1 are
first distributed and the ultrasonic field is computed along the
central plane. Then two more planes of point sources are
added on the two sides of the central plane and the field is
computed again at the central plane. This process of adding
two planes of point sources on two sides of the central plane
is continued until the computed field at the central plane is
converged. Note that the additional planes of point sources
on two sides of the central plane are applied only along the
plate boundaries and interfaces whose dimensions in the out-
of-plane directions are large. For the finite dimension trans-
ducers 100 point sources are placed over the total transducer
face from the very beginning. Interestingly, the results are
found to converge with only three planes of point sources in
the out-of-plane direction. However, if one is interested in
computing the ultrasonic field at another plane which is not
necessarily the plane of symmetry then more planes of point
sources might be necessary.
On each side of an interface or a plate boundary 35 point
sources are distributed on the central plane. Sources are
placed along the interfaces and plate boundaries in the illu-
minated region as well as well beyond this region. A total of
105 sources are then necessary to model the interface with
three planes of point sources in the out-of-plane direction.
Increasing the number of sources to 175 to construct five
FIG. 2. Dispersion curves for the 4 mm thick bimetal aluminum–copper
plate.
FIG. 3. Shear stress variations in the 4 mm thick bimetal aluminum–
copper plate generated by two ultrasonic transducers placed on x1=0 line.
One transducer is positioned below x2=0 and the second one is above
x2=24 mm the plate. Results for normal incidence top, =0°, and in-
clined incidences middle, =25° and bottom, =47.1°, are shown.
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planes of point sources in the out-of-plane direction did not
change the computed ultrasonic field in the central plane.
The number of point sources taken for the wave field com-
putation is based on the convergence criterion of the DPSM
technique.18 The convergence of the problem solution has
been also tested by increasing the number of point sources in
one plane of point sources and at the transducer face. When
the spacing between two neighboring point sources is less
than one-third wavelength then the problem is found to con-
verge. Further increase in the number of point sources did
not change the computed results significantly. For most of
the results presented in this article the distance between two
neighboring point sources has been kept at wavelength/.
Note that 35 point sources in each layer of an interface are
distributed over 40 mm length along x1 axis. Hence, distance
between two neighboring point sources is approximately
1.14 mm less than the shortest wavelength/, thus the re-
sults presented here are well converged. The boundary and
continuity conditions are enforced at the apex of the spheri-
cal bulbs little spheres shown in Fig. 1a of the point
sources. Apex point is the point where a spherical bulb of a
point source touches the problem boundary or interface.
Therefore, the number of points where boundary and conti-
nuity conditions are enforced is the same as the number of
point sources. For example, along the x1 axis along every
line of point sources there are 35 points on the boundary of
the plate to enforce continuity conditions. On the transducer
surface there are 100 points to enforce boundary conditions.
The number of boundary and continuity conditions is equal
to the number of unknowns point source strengths. Wave
fields in the layered solid plate are generated for different
striking angles of the ultrasonic beams. Results presented in
the following show displacement and stress variations along
the length and depth of the plate specimen.
A two layered plate composed of aluminum and copper
is considered for the analysis. The properties of aluminum
are cp=6.2 km /s, cs=3.04 km /s, and =2.7 gm /cm3, where
cp is the P-wave speed, cs is the S-wave speed, and  is the
density. The properties of copper are cp=4.6 km /s, cs
=2.26 km /s, and =8.9 gm /cm3. It is assumed that the alu-
minum layer of thickness t=2 mm underlines the copper
layer of thickness t=2 mm. Wave fields are generated with
250 kHz transducers. It is well known that in a multilayered
plate the wave modes propagate at certain frequencies with
certain phase velocities. Wave modes obtained from the dis-
persion equation are in general dispersive; dispersion curves
for this two-layered plate are shown in Fig. 2.
From the dispersion curves one can see that at 250 kHz
frequency there are two guided wave modes. For a given
frequency for generating a specific guided wave mode one
can obtain the critical angle of incidence of the striking ul-
trasonic beam from the phase velocities shown along the
vertical axis of the dispersion curve plot using Snell’s law,
cr = sin−1 cf
cph
	
where cf is the acoustic wave speed in the coupling fluid, cr
is the critical angle of incidence for generating the guided
wave mode whose phase velocity is cph.
Thus, for 250 kHz signal frequency one obtains critical
angles 47.1° and 25° for generating Modes 1 and 2, respec-
tively, in the plate specimen. Stress and displacement varia-
tions in the plate for the normal incidence =0°  as well as
for the two critical angles of incidence =25° and 47.1° are
shown in Figs. 3–5. The shear stress 21 or S21 variations in
the plate for these three angles of incidence are shown in Fig.
FIG. 4. For the plate and transducer orientations shown in Fig. 1a and
described in Fig. 3, variations of 11 are shown in the left and right columns,
respectively. Three rows show results for normal incidence top row, =0°,
and inclined incidences middle row =25° and bottom row =47.1°.
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3, variations of the normal stress component 11 or S11 are
shown in Fig. 4 and that for the displacement component
u1 are shown in Fig. 5. As expected, for the normal inci-
dence all displacement and stress amplitudes are symmetric
about the x2 axis x1=0 line since the ultrasonic beam
strikes the plate at x1=0. Such symmetry is not observed for
the oblique incidence. Figure 6 shows the horizontal dis-
placement component u1 along the interface of the plate for
three different transducer inclination angles. It can be seen
from this figure that when the transducers are inclined at
critical angles 47° and 25° the displacement values at the
interface away from the striking beam are significantly
higher than that for the noncritical angle =37°  of inci-
dence. The higher displacement values for the critical angle
of incidence are expected because of the propagating wave
modes. Similar phenomenon is observed for the u2 displace-
ment component as well.
From the gray scale images of Figs. 3–5 it is not clear if
the continuity conditions continuity of u1, u2, 22, and 12
across the interface and the boundary condition 12=0 at
the top and bottom boundaries are satisfied. These conditions
can be verified from the line plot in Figs. 7. Shear stress
variation along the plate thickness from the bottom boundary
x2=10 mm to the top boundary x2=14 mm at x1=
−15 mm is shown in Fig. 7 for the normal incidence of the
ultrasonic beam. Three curves in this figure correspond to
real, imaginary and absolute values, respectively. In Fig. 7
FIG. 5. Horizontal displacements inside the plate for the plate and trans-
ducer orientations shown in Fig. 1a and described in Fig. 3. Three rows
show results for normal incidence top row, =0°, and inclined incidences
middle row =25° and bottom row =47.1°.
FIG. 6. Horizontal displacement u1 variation along the interface of the
bimetal plate for three different transducer inclination angles.
FIG. 7. Color online Shear stress variation across the 4 mm thick bimetal
plate at x1=−15 mm for normal incidence. Note that it is continuous across
the interface at x2=12 mm and zero at the top x2=14 mm and bottom
x2=10 mm boundaries.
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one can clearly see that the shear stress is zero at the top and
bottom boundaries and continuous across the interface x2
=12 mm. Similar plots not shown shows discontinuities in
11 at the interface but no such jump at the interface is ob-
served in 22 plot. The displacement components u1 and u2
show continuity across the interface and nonzero values at
the plate boundaries.
Finally, the effect of the non-planar boundary surfaces
and interface of the layered plate is investigated and pre-
sented in Figs. 8 and 9. The top and bottom surfaces of the
plate are made nonplanar by replacing the flat plate bound-
aries by sinusoidal boundaries. For the symmetrically corru-
gated plate the central interface remains flat but for the anti-
symmetric corrugation the solid–solid interface is also made
FIG. 8. Horizontal displacements inside the corrugated plate for the plate and transducer orientations shown in Fig. 1 and described in Fig. 3. The left column
a,c,e is for symmetric corrugation and the right column b,d,f is for antisymmetric corrugation. Three rows show results for three different amplitudes of
corrugation. Corrugation amplitude e is 0.5 mm for the top row a, 0.1 mm for the middle row b, and 0.001 for the bottom row c. Incident angle of the
ultrasonic beam is 25°.
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corrugated, as shown in left a, c, e and right images b, d, f
of Figs. 8a and 9. The wavelength of the corrugation is
10 mm. The corrugation amplitude e is 0.5 mm for the top
images Figs. 8a and 8b, 0.1 mm for the middle images
Figs. 8c and 8d and 0.001 mm for the bottom images
Figs. 8e and 8f. Note that the height of the peak and the
depth of the dip are both equal to the corrugation amplitude
e. Therefore, the vertical distance between the peak and the
dip is 2e. Figure 8 shows the horizontal displacement u1
inside the two corrugated plates for 25° angle of strike.
Transducer locations are the same as those for the flat plate.
Note how the ultrasonic fields change with the corrugation
amplitude and type of corrugation symmetric and antisym-
metric. For very small corrugation amplitude e
=0.001 mm, as expected, the ultrasonic fields inside the
symmetric and antisymmetric corrugated plates match with
that for the flat plate. For high corrugation amplitude e
=0.5 the field is significantly different for symmetric and
antisymmetric corrugations. Figure 9 shows the ultrasonic
field u1 variation for two different angles of incidence for
the striking ultrasonic beam; these are 0° and 25°, shown in
top and bottom rows, respectively.
V. CONCLUSIONS
DPSM technique has been generalized in this article for
modeling ultrasonic fields inside multilayered solids. Here
finite size ultrasonic transducers generate the ultrasonic fields
unlike most studies by the earlier investigators where plane
waves of infinite width were assumed to be the incident field.
Step by step mathematical derivation of the DPSM formula-
tion for multilayered plates, excited by finite-size ultrasonic
transducers, has been presented in the article. Ultrasonic
fields in bimaterial plates having planar and nonplanar
boundaries and interfaces are given and the satisfaction of
the boundary and continuity conditions at the interfaces has
been checked. Readers who are interested in solving multi-
layered problems of different geometry can develop their
own formulation and computer codes following the math-
ematical steps outlined in the article. The main objective of
this article was to extend the technique to nonhomogeneous
solids. In future publications nonhomogenous solids with in-
ternal voids and cracks will be modeled.
FIG. 9. Horizontal displacements inside the corrugated plate corrugation amplitude is 0.5 mm for the plate and transducer orientations shown in Fig. 1 and
described in Fig. 3. The left column a,c,e is for a symmetric corrugation and the right column b,d,f is for antisymmetric corrugation. Two rows show results
for normal incidence top row, =0°, and inclined incidences bottom row =25°.
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